
CORROSION
STICK
STATIC

GLASTEEL

ANTI

PLC
CONTROLS

60°C
2 mbar

70%

FOR HIGHEST
STANDARDS

GLASS-LINED
INSTRUMENTATION

CORROSION
MONITORING



Pfaudler Group
One single source responsibility with access to all Pfaudler 
Technologies, Solutions, Services worldwide

of the results of our advanced thinking 
throughout all areas of typical chemical 
and pharmaceutical plants because  
our portfolio of technologies covers all 
chemical unit operations.

Years of experience and highly qualified 
services are the basis for innovative and 
economic solutions for your requirements 
in the area of process equipment and 
systems. 

Since 1884, Pfaudler has grown to be  
a truly global, multinational and diverse 
company with approximately 1,400  
employees and manufacturing facilities  
in nine countries on four continents,  
encompassing the Pfaudler, Montz,  
Edlon, GMM Pfaudler and Mavag brands. 

Pfaudler Technologies and Solutions 
can be found around the globe. They are 
installed in more than 100 countries and 
across six continents. Chemical and 
pharmaceutical companies around the 
world rely on the quality, durability and 
performance of our Technologies to  
ensure their chemical process systems 
are efficient, reliable, profitable and safe.

The name Pfaudler has become synony-
mous with chemical processing and cor-
rosion resistance. You will find examples 

Technologies
We help make the  

world around us. Much  
of what you see, taste and  

touch in the world was  
created or improved  

using Pfaudler  
Technologies

Services
We provide 24/7 support  

for your entire plant

Innovation
Our innovative spirit  

continuously drives us to
develop the next  
great technology

Solutions
We design and build  

turn-key process
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Corrosion Monitoring
The right decision

Continuous corrosion monitoring
Continuous corrosion monitoring can be 
carried out with measuring electrodes 
fused into the glass lining – the P probe 
– in conjunction with the associated 
electronics – the Corrosion Detector. 
The measuring electronics are connected 
to the parts being monitored by means 
of two rhodium point-type electrodes 
and the product. These can be embedded 
in glass-lined baffles, thermo-wells or 
glass-lined valve stems.

Corrosion Detector (CD)
The Corrosion Detector works on the 
principle of the decomposition voltage 
analysis. This enables the use of corrosi-
on-resistant conductive fittings without 
causing a false alarm. The electronics 
provides four output signals – stand-by, 
ready, alarm, error.

The Pfaudler technology not only enables  
to monitor glass-lined surfaces but  
also other corrosion-resistant surfaces  
(e.g. PTFE-coated) of reactors including  
fittings.

Thanks to the implemented algorithm 
false alarms are ruled out. Reliable infor-
mation about the condi tion of the  
reactor are obteined and the systems  
connected components. Solutions are  
available for continuous corrosion  
monitoring and systems for periodical 

mobile corrosion testing. It is thus possi-
ble to storage vessels regularly for corro-
sion damage at low costs and effort.

Corrosion monitoring must be above all – 
reliable! 

•  Principle of decomposition voltage  
 analysis
•  Measurement not influenced by  
 electrically conductive fittings
•  Monitors all corrosion-resistant surfaces
•  Control measurements rule out false  
 alarms
•  Displays operating conditions based on  
 defined current thresholds
•  Certified for explosion zone 0

CD
CORROSION
DETECTOR

P
P-PROBE

CORROSION
STICK
STATIC

GLASTEEL

ANTI

P
P-PROBE

ON 
VALVE STEM

ON ROD-PROBE 
OR BAFFLE

CORROSION
DETECTOR
PORTABLE

CORROSION
DETECTOR

4 5



Mobile Corrosion Testing
Corrosion Detector Portable (CDP)

The Corrosion Detector Portable offers 
corrosion testing according to a main-
tenance plan or when required, and tole-
rates electrically conductive fittings. The 
hand-held device is supplied with a PTFE 
dip probe, a reference electrode and 
an earthing clamp. Measurements can 
be transmitted to a PC using the USB 
adapter cable provided. The associated 
software is provided on a USB stick. 

Mobile corrosion testing
The hand-held device is supplied with 
a PTFE dip probe, a reference electrode 
and an earthing clamp. Measurements 
can be transmitted to a PC using the USB 
adapter cable provided. The associa-
ted software helps to administrate the 
measuring results and to create a test 
certificate if required.

•  Principle of decomposition voltage  
 analysis
•  Measurement not influenced by  
 electrically conductive fittings
•  Monitors all corrosion-resistant surfaces
•  Control measurements rule out false  
 alarms
•  Earthing clamp with electronic contact  
 monitoring
•  Can store up to 10,000 measurements
•  Certified for explosion zone 1

CDP
CORROSION
DETECTOR
PORTABLE

The operating principle of the decom-
position voltage analysis is the same 
as in the stationary measurement 
system. 

CORROSION
STICK
STATIC

GLASTEEL

ANTI PORTABLE
CORROSION MONITORING

CDP
CORROSION
DETECTOR
PORTABLE

Regular and preventive 
control play a key role in 
terms of avoiding long 
downtimes and detect 
potential damages in an 
early stage.

PORTABLE
CORROSION MONITORING
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CryCo-Lock
Corrosion monitoring on turbines

Conductive Cryo-Lock Connection
The moving parts in a reactor are most 
prone to damage, but can now be mo-
nitored for integrity with Pfaudler’s new 
Conductive Cryo-Lock technology.  
This continuous in-process glass lining 
monitoring system is suitable for all 
Pfaudler Cryo-Lock agitators.

FERUNT VENT, SOL

CCL
CRYO-LOCK

CONNECTION

CD
CORROSION
DETECTOR

NONE
CONDUCTIVE

CRYCO-LOCK

CRYO-LOCK
SHAFT

CRYO LOCK
TURBINE

CORROSION
STICK
STATIC

GLASTEEL

ANTI

CONDUCTIVE
GLASS SPOT

CONDUCTIVE
GLASS SPOT

Continuous monitoring of the glass  
lining inside a vessel during operation  
is indispensable in highly corrosive 
processes, in order to rule out large and 
costly tantalum repairs or even rupture 
of vessels. A corrosion detection system 
is the solution. Where multi-piece glass-
lined agitators are used, it has never 
before been possible to monitor the 
entire agitator assembly. The use of the 
Corrosion Detector in conjunction with 
Pfaulder’s new Conductive Cryo-Lock 
technology has now made this possible.

•  Monitoring of all wetted parts incl. the  
 turbine
•  Homogeneous surface due to the same  
 thermal expansion coefficients
•  Zero weak point compared to  
 competitive solutions?
•  Reduces the need to enter the vessel  
 for maintenance purposes to a  
 minimum
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Functional Principle
Features and benefits

Corrosion monitoring must be above all 
– reliable! With Pfaudler technolgy, false 
alarms are a thing of the past. Whether 
you monitor your equipment continuously 
or check it periodically, you can depend 
on the result every time.

The analysis of the decomposition voltage 
happens in a recurring cycle as changing 
conditions like the temperature or the 
pH value have to be considered. 

A voltage is applied at regular intervals 
between the two rhodium electrodes of 
the P probe, and a base curve is creat-
ed. Starting from this reference line, the 
Corrosion Detector calculates a so-called 
Corrosion Alarm Window. If the current/
voltage values are within the Corrosion 
Alarm Window in two successive control 
cycles, an alarm message is provided.

Function in a typical 
installation situation

Potentiometric glass-
lined monitoring

Features P / CD CDP

Principle of decomposition voltage analysis • •

Displays operating conditions based on defined current thresholds •

Electronics is integrated into the probe’s IP65 terminal box •

Earthing clamp with electronic contact monitoring •

Damage localisation possible to a limited extent • •

Integrated conductivity calculator for easier quantitative calculation of conductive additives •

Can store up to 10,000 measurements •

Data transmission via a USB interface •

Benefits

Monitors all corrosion-resistant surfaces • •

No false alarms – unambiguous alarm message only if corrosion is detected • •

Installation of corrosion-resistant metals is tolerated • •

Type P probe (P) / Corrosion Detector (CD) Corrosion Detector Portable (CDP)

Measuring task Continuous corrosion monitoring Mobile corrosion testing

Technology Decomposition voltage analysis Decomposition voltage analysis

Measuring range (mS/cm) >= 6-7 >= 0.8

Operating temperature (°C) -60 to +200 0 to +50

Operating pressure (bar) -1 to +40* -

Explosion protection II 1/2 G EEx ia IIB T6 or
II 2G EEx ia IIC T6 II 2 G Ex ib IIB T3

* depending on component or nozzle size

Features and benefits

CDP
CDCCL

CORROSION
DETECTOR
PORTABLE

CORROSION
DETECTOR

CONDUCTIVE
CRYO LOCK

CONNECTION P
P-PROBE
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Global Services Capability

Our Services
From comprehensive engineering and 
technical services to our rapid, reliable 
field services and aftermarket parts 
supply, you can count on us to keep your 
process system operating properly:

Engineering
•  Consultancy Services
•  Pilot testing / toll operation
•  Process engineering

Installation, Commissioning, Start up
•  Planning
•  Project management
•  Installations
•  Lining measurement technologies

Maintenance and aftersales
•  Maintenance & repair
•  Troubleshooting
•  Glass inspection, reglassing and repair
•  Shutdown services
•  Spare / Replacement parts
•  Mechanical seal exchange

Pfaudler guarantees a global service dur-
ing the whole process, pre and post sales, 
with the largest service organization in 
different sectors.

Our Service Centers are close to your site 
to guarantee fast and flexible services. 
More than 150 people are at your service. 
We are present in several countries with 
field engineers who can provide you with 
comprehensive support for installation, 
commissioning and maintenance of your 
facilities and plants. 

Pfaudler Safety First
Delivering excellent safety performance 
is necessary for any company operating 
in the process industries. Over the years, 
and all over the world, Pfaudler has  
provided security in its products and 
highly-qualified service teams.  

We are committed to safety and our field 
service organization that provides instal-
lation and maintenance for your facility, 
has developed strict safety policies to 
ensure a safe working environment.

Pfaudler guarantees:
• skilled professionals properly prepared  
 and qualified on security and risk  
 management
• observance of international standards
• use of professional personal protective  
 equipment
•  reduced operating risks

Refurbishing, reglassing and inspection
In addition to its expertise in manu-
facturing and market products and 
engineered solutions, Pfaudler has core 
expertise in the service area of full  
equipment refurbishing. The reactors 
are completely reglassed, refurbished 
combined with a suitable retrofitting of 
all devices or accessories, producing an 
appropriate program to meet specific 
customer needs and timeframes. All this 
is in compliance with international and 
European standards. Our technicians 
provide a complete glass lining inspec-
tion program to ensure that your reactor 
is in proper condition for safe and effi-
cient operation.

Our commitment to quality components 
means that our technologies are often  
in service for many years. However, our 
pioneering approach means that during 
this time we have developed new solu-
tions. Whether your process is changing 
or you are looking to further optimise 
performance levels, an upgrade to our 
new technologies can improve the capa-
bilities of your reactor.

PROJECT
MANAGEMENT

EXTENSIVE 
FIELD SERVICE
NETWORK
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